EM桑拿柜锁使用说明（2节电池）

1. 卡片类别：

1）卡片分为三类: 管理卡（最多3张），客人卡（1张），服务员卡（最多10张）。

2）管理卡用于添加服务员卡和客人卡，在任何模式下碰管理卡可以开锁。

3）服务员卡用于在双卡模式下和客人卡一起使用开锁。

2．设置功能：
1）初始化：按住PCB板上的开关按钮约3秒（灯亮），蜂鸣器长鸣一声，此时默认为单开模式。

2）在门锁为空的时候，可直接设置管理卡，最多设置3张。

3）改变操作模式。按按钮一次可切换操作模式，蜂鸣器短响一声表示单卡模式，两声表示双卡模式。

4）读管理卡后，门锁开，蜂鸣器持续短响，蓝灯慢闪，在此期间可添加服务员卡和客人卡，添加的第一张卡为服务员卡，其它为客人卡。若添加成功，响一声；若添加的卡片已经存在，则响两声，存储区满时则响四声。

5）在非设置期间，碰任何无效卡，短叫三声。

3. 开锁功能：
1）单开模式：碰已设服务员卡或客人卡，门锁开，蓝灯亮，4秒后门锁关，灯灭。

2）双开模式：碰服务员卡（或客人卡），蓝灯闪烁，，蜂鸣器持续短响，4秒内碰客人卡（或服务员卡），门锁开，4秒后门锁自动关闭。

3）在双开模式下，只有客人卡+服务员卡（无先后顺序）才能进行锁控制，碰两张卡片的最大时间间隔是4秒，若4秒外未碰第二张卡片，蓝灯灭，开不了门。

4. 清除功能：
1）连续读管理卡三次后等待5秒，可删除所有服务员卡和客人卡。

2）连续读管理卡5次可删除所有管理卡。

3）按住PCB板上的开关按钮3秒（灯亮）以上，蜂鸣器长鸣一声，门锁为初始化状态，所有已设卡片信息将全部清除。
5. 低电压指示:
碰卡后若出现长鸣一次后开锁，表示电池电压已不足，此时门锁还可使用约50次，请及时更换电池。

English version

EM sauna lock instructions (2 batteries)

1. Card category:

1) Cards are divided into three categories: management cards (up to 3), guest cards (1), and waiter cards (up to 10).

2) The management card is used to add the waiter card and the guest card. In any mode, the management card can be unlocked.

3) The waiter card is used to unlock with the guest card in dual card mode.

2. Setting function:

1) Initialization: Press and hold the switch button on the PCB for about 3 seconds (lights on), the buzzer will beep once, and the default is single-on mode.

2) When the door lock is empty, you can directly set the management card, and set up to 3 cards.

3) Change the operating mode. Press the button once to switch the operation mode. The buzzer sounds once to indicate the single card mode, and two to indicate the dual card mode.

4) After reading the management card, the door lock is opened, the buzzer continues to sound short, and the blue light flashes slowly. During this period, the waiter card and the guest card can be added. The first card added is the waiter card, and the other is the guest card. If the addition is successful, it will sound; if the added card already exists, it will sound twice, and when the storage area is full, it will sound four times.

5) During the non-setting period, touch any invalid card and make a short beep.

3. Unlock function:

1) Single-open mode: When the contact card or guest card is set, the door lock is open and the blue light is on. After 4 seconds, the door lock is closed and the light is off.

2) Double-open mode: Touch the waiter card (or guest card), the blue light flashes, the buzzer keeps short sound, touch the guest card (or the waiter's card) within 4 seconds, the door lock is opened, and the door lock is automatically closed after 4 seconds.

3) In the dual-open mode, only the guest card + waiter card (without sequence) can be locked. The maximum time interval between touching two cards is 4 seconds. If the second card is not touched for 4 seconds, the blue light is off. Can't open the door.

4. Clear function:

1) Wait for 5 seconds after reading the management card three times in a row, and delete all the attendant card and guest card.

2) Read the management card 5 times in a row to delete all management cards.

3) Press and hold the switch button on the PCB for 3 seconds (lights on), the buzzer will sound for a long time, the door lock will be initialized, and all the card information will be cleared.

5. Low voltage indication:

If the button is unlocked once after the card is touched, it indicates that the battery voltage is insufficient. At this time, the door lock can be used about 50 times. Please replace the battery in time.
